
 AKV 9310 

Wide band quadripole system for partial discharge measurements 

The AKV 9310 series of quadripole (measuring impedance) is a 
fully passive measurement system optimized for use with the 
DDX 9121b series of partial discharge detectors. The AKV 9310 
quadripole is designed for simultaneous measurement of high-
frequency discharge pulses as well as the HV test voltage 

The AKV 9310 series of quadripole is equipped with an internal 
voltage divider and a dedicated 4 mm output connector for an 
external low-arm device. 

The AKV 9310DC includes internal RC divider to allow DC 
voltage reading with PD Detector. It is optimized for 
Haefely HVDC modules to fit time- constant of RC divider. 

FEATURES 

 Easy to connect

 High input current

 Internal voltage divider

 Output for external low arm voltage measurement (floating
connection)

BENEFITS 

Passive coupling impedance– no batteries or charger 
needed. 

Fulfil the IEC and ANSI standard– Measuring band exceed 
the requirements of the IEC and ANSI standard. 

Built in Overvoltage protection– The built in overvoltage 
protection will protect the PD detector in case a flash in the test 
object would happen during the test. 

Internal voltage divider– will bring the synchronization and 
voltage measurement signal to the PD detector 

Easy to integrate into test systems– Its compact design, 
standard BNC outputs and grounded/floating switch makes the 
integration or replacement extremely easy. 

TECHNICAL SPECIFICATIONS 

PD Measuring System 

PD Lower Limit Frequency 34 kHz (-6dB) and 7 kHz (-20dB) 

PD Upper Limit Frequency > 8 MHz

PD Input Isolation  500 V 

Voltage Measurement System 

Max. Current 3 A (RMS) 

Max. Output Voltage 140 VRMS (200 VPk) 

Low-Arm Capacitance 20 μF 

Low-Arm Resistance 
1)
 60 kΩ 

Connectors 

Input 2 x 4 mm and 1 x BNC 

Output 2 x BNC (PD and Voltage) 

1 x 4mm (External Low-Arm) 

Grounding 1 x 8mm Wing Nut 

Physical and Environmental Specifications 

Dimensions (W x L x H) 90 mm x 160 mm x 
80 mm 

Weight 1.0 kg 

Case Material Cast Aluminium 

Ingress Protection IP 67 / EN 60529 

Operating Temperature 0 °C ... 45 °C 

Storage Temperature -20 … + 60 °C

Relative Humidity 5 ... 80 %, non-condensing 

Vibration/Shock 3 G 
1)

 Only AKV 9310DC. Adjustable on request. Information about used RC HV divider 

required.

ORDERING INFORMATION 

Models 

AKV 9310T General testing 

AKV 9310DC DC testing 
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